
E-MEPA

Suitable for

Å liquid foodgrade products and 

chemicals which require tank to be 

cleaned after each discharge

Å petrol, diesel and most other 

flammable products according to 

ADR-regulations

E-MEPA is tank design is developed for certain dangerous liquids and 

allimentary liquids.

E-MEPA tank shape is elliptical, and it can be easily cleaned. It has been in 

use already almost 15 years with good results.



E-MEPA

Å tank volume and other dimensions 
depend on the liquid to be 
transported

Å both semitrailer and rigid drawbar 
configurations available

Å tanks can have more than 1 
compartment, but then bottom 
loading will be needed

Å if 1 comp. tank, the loading can be 
done as top loading via loading 
chute at the front of the trailer (or 
rear of the truck tank)



E-MEPA

Å tank material AISI304, AISI316 or 

mild steel

Å tank test pressure 0,5 bar, 

operating pressure 0 bar (0,25 bar)

Å not for pressure discharging

Å discharge connection at the back of 

the trailer or on either side



E-MEPA, options

Inside finishing

Å all weldings can be polished and 

grounded



E-MEPA, options

Cleaning In Place (CIP-system)

Å rotating sprayhead

Å all of them are connected to main 

flushing line 



E-MEPA, options

Deck and body

Å Manlids located under the cover of 

deck

Å In normal case the deck is not for 

forklift use



E-MEPA, options

Running gear and other fitment

Å both single and double wheel axles possible

Å discbrake axles and air suspension prefered (to keep the deck level lower and 

to use lift and sink for unloading)

Å insulation and cladding with glassfibre, aluminium or stainless steel plate



E-MEPA

for petrol and diesel, Australia
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