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P-MEPA

Since 1966 

Saalasti Ltd has 

been developing 

MEPA-fladbed-

tankers. 

P-MEPA is the 

latest design for 

ADR-liquids.

The design  is 

patented in 

several countries.
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P-MEPA

Å Application 
area: for 
dangerous 
chemicals 
according to 
European ADR-
regulations 
(caustic soda, 
sulphuric acid, 
etc)

Å rigid -drawbar, 
and semitrailer 
combinations are 
possible
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P-MEPA

Å test pressure 4 bar, max operating pressure 2 bar (option)

Å tank material AISI316, AISI304 (or mild steel)

Å All weldings inside the tank can be polished and ground (option)

Å normally gravity disharge, but also pressure discharge as option

Å 1 or more compartments, if more then bottom loading will be the best choice

Å top loading possibility if 1(2) comp. outside of cargodeck

Å Internal cleaning system (CIP-system) cant be used

Å bolted manlids on cargo deck
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P-MEPA

Liquid Loading 

Å top loading pipe is 

located outside of the 

cargo area

Å In a drawbar trailer 

and semitrailer it is 

located at the front end

Å In a truck with P -

MEPA tank it is located 

at the rear end

Å loading point can be 

equipped with a 

working platform and 

ladders: safe and 

convinient working 

environment
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P-MEPA

Liquid Loading with a loading arm through the trailers top loading pipe 

located at the front of the trailer


