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Standard MEPA

S-MEPA features:

Å The lowest possible deck 

height

Å Light tare weight

Å Tank design pressure 0,3 

bar  and atmospheric 

operating pressure

Å Tank material mild steel, 

stainless or acid proof 

steel according to the 

application

Standard MEPA is the original MEPA-tank design.

It has been used in various applications already for over 40 years.
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Application example

Forestia,  the biggest 

chipboard manufacturer in 

Northern Europe uses 

MEPA-combination to 

transport chipboards to the 

harbour and resin back to 

the factory. 

Bekkevol Transport a.s. has 

been using MEPA already 

for more than ten years. 

They have now five 

combinations. The factory is 

located in Braskereidfoss 

ca. 120 km north from the 

Norwegian capital Oslo. 

See 

http://forestia.byggma.no/dt_articl

e.aspx?m=322

http://forestia.byggma.no/dt_article.aspx?m=322
http://forestia.byggma.no/dt_article.aspx?m=322
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Application example

Kolloen Transport a.s. uses 

two MEPA combinations for 

transportation of resin and 

chipboard. They also 

transport the products of 

Forestia (see previous 

slide). 

Two MEPA-combinations 

transport chipboards to the 

harbour and resin back to 

the factory in Kvam. Kvam 

is situated ca. 300 km north 

from Oslo. 

. 
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Application example

The biggest chemical 

transport company in 

Scandinavia, ADR-

Haanpää, uses MEPA to 

transport resin and plywood. 

ADR-Haanpää transports 

e.g. products of Finnforest 

group, which is the biggest 

mechanical wood 

processing company in 

Europe. 

Furthermore to the resin and 

plywood, ADR-Haanpää 

also transports heavy 

furnace oil and caustic soda 

with MEPA-combinations.


